
NetMetics Wireless Mobile Gateway (Model Number: NetGCS-2002S) Series
The NetGCS-2002S  provides remote sites with a compact, cost-effective solution
for monitoring and managing remote devices and equipments anywhere, anytime..
NetMetics Wireless Mobile Gateway has been designed to provide  interfaces to RS-485,
Serial console, Ethernet, VIA GSM/GPRS or dial up line to  remote sites and data centers.
It is a fully encrypted and secured wireless gateway which supports
SSH, Firewall, and authentification. It seamlessly manage wireless/wireline devices,
remote equipments over the Internet using its GPRS or telephone lines.

NetMetics Secure Wireless
(GSM/GPRS/EDGE)
Mobile Gateway Series

Key Benefits:

- Encrypted and Secure Wireless Mobile  Gateway
for remote access

- Up to 4 RS-232 or RS-485

- 2 USB ports

- Outdoor NEMA 4x option

- Supports GSM/GPRS/EDGE or CDMA communications

- Telephone line options

- Wall mount and Rack mount options

- Software access to remote consoles

- Available Modules for Digital I/O, relays,
data-acqusition and sensors.

NetMetics’ Rack-Mounted GSM/GPRS/EDGE
Model: NetGCS-2002S(R)

NetMetics Wireless Mobile Gateway

YosemiteComm’s NetMetics Secured Wireless GSM/GPRS/EDGE Mobile Gateway
(Model Number: NetGCS-2002S) offers full IP secured wireless gateway for enterprise data
management and industrial customers. NetMetics Wireless Mobile Gateway is fully-configured
as industrial-grade fanless platform as outdoor wall-mounted or rack-mounted for in-building
or outdoor remote deployment at any location. The rugged industrial design has
anti-shock (50G) and anti-vibration (2G) properties. It’s wireless cellular access capability
enabled the NetMetics Wireless Mobile Gateway to be placed at wide coverage areas for
mobile data monitoring. Alerts or warnings are being send back via GSM/GPRS/EDGE
networks from remote equipments in the field to the Information Systems
Managers or Operators to provide remote full RS-232 Console access to devices
as well as RS-485 access enabling immediate  diagnostics and control.

NetMetics’ Wireless Mobile Gateway
Model: NetGCS-2002S(D) with din rails

NetMetics’ Wall-Mount
Model: NetGCS-2002S(W)



NetMetics Wireless GSM/GPRS/EDGE Mobile  Gateway Specifications:
(NetGCS-2002SD)

Features

Management

Security

Wireless Features

Ethernet Interface

Network Protocols: TCP/UDP, DHCP
Telnet and Reverse Telnet
SSL, SSH v.2
HTTP for web management
NAT
VPN pass-through
Access Control Lists (IP filtering)

HTTP for web management

SSL, SSH v2

Network: Quadband 1900/850 and 1800/900MHz
GSM/GPRS/EDGE
GPRS Class 12/EDGE Class 10
Throughput up to 240Kbps (Average 100-130 Kb ps)
RFantenna connector
50 Ohm SMA
Attached swivel dipole antenna

Connector: RJ-45
Standard: IEEE 802.3
Physical Layer: 2 10/100Base-T
Data rate: 10/100Mbps (auto-sensing)
Mode full or half duplex (auto-sensing)
D

Local backup user authentication support
PAP/CHAP authentification (for dial-up lines)
Dial-back support

iagnostic LED and buzzer
Supports ADAM series for remote data a
cqusition and control

Up to 4 RS-232 ports (RS-485 extension is optional)
Throughput up to 230Kbps
Full signal support for TXD, RXD, RTS, CTS,
DTR, DSR, DCD
Hardware and software flow control
Provide diverse out of band console management
for other devices

Serial Interface

Hardware Features:

For more information, please contact:
Yosemite Communications, Inc.
3350 Scott Blvd., Bldg 65-02
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Tel: 408 426-4428, Fax: 408 988-7876
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Website: www.yosemitecomm.com
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CPU NS Geode™ GX1-300 MHz with 64/128 MB SDRAM
on board

. Serial Port 2 × standard RS-232, 2 USB  RS-232
- Automatic RS-232 data flow control
- Speed: RS-232: 50 ~ 230.4 kbps;
. USB Interface Two USB ports, USB OpenHCI,
Rev. 1.0 compliant

. LAN Two 10/100Base-T RJ-45 Port
HDD HDD extension kit offered for installation of one
standard 2.5’’ HDD.
Watchdog Timer Programmable.
LED Power LED, IDE LED, one programmable diagnostic
LED and one buzzer.
Power Supply 12 ~ 24 VDC
Anti-Shock 20 G @ DIN IEC 68 section 2-27, half sine,
11ms
50 G @ Wall/Panel IEC 68 section 2-27, half sine, 11ms.
Anti-Vibration 2 G w/ CF @ IEC 68 section 2-6,

sine, 5 ~ 500 Hz,
1ct./min, 1 hr/axis.
1 G w/ HDD @ IEC 68 section 2-6, sine, 12 ~ 300 Hz,
1 Oct./min, 1 hr/axis.

Operating Temperature -10 ~ 55° C (14 ~ 131° F) @
5~85% related humidity.

Related Humidity 95 % @ 40° C.
Chassis Size (WxDxH) 188.8 x 106.5 x 35.5 mm
(7.5” × 4.2” × 1.4”)

Weight 0.8 kg

Regulatory Approvals:
CE
FCC Part 15, Class A

Power Requirements
Power Consumption 0.6 A max under +24 V power input
or 1.2 A max under +12 V power input
Power Requirement 1 A typical under +24 V power input
or 1.5 A typical under +12 V power input

Other configuration options available:
Nema 4X, Outdoor, Wall Mount and Rack Mount

Note: Specifications are subject to changes

Part Number        Product Description
NetGCS2002S(D)  NetMetics Standalone Wireless GSM/GPRS/EDGE Mobile Gateway
NetGCS2002S(W) NetMetics Wall Mount Wireless GSM/GPRS/EDGE Mobile Gateway
NetGCS2002S(R)  NetMetics Rack Mount Wireless GSM/GPRS/EDGE Mobile Gateway


