
NetMetics Wireless GSM/GPRS/EDGE
Standalone and Outdoor Modem Modules

Key Benefits:
-Secure Module for wireless IP transmission

-Interfaces with existing  serial, Ethernet, GSM/GPRS/EDGE
for flexible and transparent communications

-Manages wireless and wireline leak detection
pressure, temperature and flow sensors,
devices or equipments over the Internet

-Real-time data monitoring

-Real-time alarm

-Minimize site visits  to check on remote
field devices

-Archive console control over any  device
with a serial console or port

-Customizable and configurable

-Logging and report generation

NetMetics GSM/GPRS/EDGE Standalone and Outdoor Modem Modules
The NetMetics Wireless GSM/GPRS/EDGE Modem Module is offered in two configurations -
standalone or outdoor. The NetMetics Wireless GSM/GPRS/EDGE Modem Module can connect
to any devices by using its serial port and it also have a software online device network
management software to control the devices, provide alert statuses, warnings through
PDAs, mobile phones and laptops remotely using the GSM/GPRS/EDGE mobile networks.
The remote devices are being controlled online over the Internet anywhere anytime. For
fleet management applications, it incorporates a GPS (Global Positioning System) to provide
complete flexibility for user to provide mobile tracking application. Voice and data are also
available for e-mail or voice transmission.

NetMetics Wireless GSM/GPRS/EDGE Modem Modules provide M2M real time data
monitoring and management over GPRS/GSM  mobile networks. The NetMetics Wireless
GSM/GPRS/EDGEutilizes Texas Instruments Inc.'s OMAP850 processor that combines
GSM/GPRS/EDGE  wireless capability plus dedicated application processing in a single-chip.
Our customers utilized the NetMetics Wireless GSM/GPRS/EDGE Modem modules in several
different industrial and enterprise applications such as IT infrastructure management, building
automating, security management, fleet management, asset management and many others.
It operates in quad band (850/900/1800/1900).

NetMetics Wireless GSM/GPRS/EDGE
standalone modem server w/GPS.
Model# YGPRS2000FM

NetMetics Wireless GSM/GPRS/EDGE
Outdoor modem server.
Model# YGPRS2000



For more information, please contact:
Yosemite Communications, Inc.
3350 Scott Blvd., Bldg 65-02
Santa Clara, CA 95008
Tel: 408 426-4428, Fax: 408 988-7876
E-mail: sales@yosemitecomm.com
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NetMetics GSM/GPRS/EDGE Module Specifications(YGPRS2000FM)

NetMetics’ Modem Module Specifications:
Systems Requirements
Interface:     USB
Housing:      Outdoor Enclosure
TX Power:   Class 4(2W@850/900MHz)

Class 1(1W@1800/1900MHz)
Slot Class:    MS10(4RX/2TX, 5MAX)

Band Operation
GSM2202 (900/1800)
GSM 2203 (1900)
GSM2208 (850/900/1800/1900)

EGPRS/GPRS Packet Data
Mode:                   Class B, Multislot 10

Certification
Protocol:               GPRS Release 97,

SMG 31
Coding Schemes:  CS1-CS4, MCS1-MCS9
Packet Channel:    PBCCH/PCCCH

GSM Functionality
Voice:          Full Rate, Enhanced full rate

and half rate,
AMR (GSM2208)

CS Data: Asynchronous, transparent
and non transparent up to
9.6Kb

GSM SMS: Text PDU, MO/MT Cell
broadcast

Interface/IO/Sim
Host Protocols: AT Commands
Internal Protocols: PPP, CMUX(GSM(7.10)
API Control Status: AT or CMUX

SMA antenna Connector for 3.3Vdc
GPS 3.3
External SIM accessible via end cap
External headset for audio
connection
TNC Antenna Connector for GSM
5 Pin I/O - 5 User Defined Digital I/O

3 LED Status Indicator
1 Ignition Sense

2 A/D Input Ports
1 Audio Input/Output

Status Indicator
Power On
Registration Status
GPS Status
User Defined

Environment
Operation:           -30 C to 70 C
Spec Compliant: -10 C to 60 C
Storage:               -40 C +85 C
Humidity:            -Up to 95%

non-condensing

Certification
FCC:Part 15, 22,24
GCF:Version 3.17
PTCRB:Version 3.2..1
Industry Canada
CE Mark

GPS Functionality
SMA Antenna Connector for GPS
Support 3.3V Active Antenna
GPS Protocols: NMEA, TAIP,

proprietary binary
Stored GPS Messages Feature
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# #

# #

Optional:
Outdoor Configurations are available.

Note: Specifications are subject to changes.

Part Number Product Description

YEDGE1228 NetMetics Wireless EDGE Modem Module

YGPRS2000 NetMetics Wireless GPRS/GSM Modem Module

YGPRS200FM NetMetics Standalone Wireless GPRS/GSM Mdoem Module w/GPS


